BXAWZ / Components [(x®%&S : TY-34)2008.02.08
No. | ®&# / Part name | #%& / Pcs B / Material B - XmELE / Color- Finish
1 |&4K / Housing 1 AU#H—-—® -+ /PC |74 7L — / Light gray
HERIDIE / Recommended hole shapes for installing 2 0-v>»7 / O—ring 1 vy JL / Silicone |77y 7 / Black
3 |Fv b / Lock-nut L PA66(ULILV-2) 74 b7 L — / Light gray
74 W% — / Filter 1 PTFE -
+v MER / when installing with Lock-nut
+v MEL / when installing directly without Lock-nut
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Installation Recommendations

Aware of the wall thickness in case installing this vent with
Lock-nut. Wall thickness has fo be 5.0mm.

Fo=-7NVT—% / Technical Data

BEBXE / Airflow

16l/min (ZJ£=1.2kPa) / 16l/min (dp=1.2kPa)

HeSEgEAT L)V 2/ Recommended forque

5N+ m

NISEARSTH| / Max cubic capacity

BATE2000A / Works up to 200 liters capacity enclosures

ERHEK / Certifications
(¥v t%EEK< / Excluding Lock-nut)

IEC60529(R K - RHEESBR ):IP66 - IP6T- IP6B- IP6IK
IEC60068-2-1,2, 14 (M #HR):-40C ~ +125C
IEC60068-2-T8(E'R=m @A) :RE 85C / BE 85% 10008%™
IEC60068-2-1152(8 KIEFZHER) . IEC60068-2-64(IRENIFAR)
IEC62108 10.8- S(XMBARE WMARR): WERE /BRER - BRASER
UL94V-0(@EMtE) - ULTLGC f1

IEC60529(Protection class test):IP66« IP6T- IP68- IP6IK
I[EC60068-2-1,2,14(Heat resistance test):-40C~+125C
IEC60068-2-78(Humidity test) : 85C - 85% humidity - 1000hours
IEC60068-2-11,52(Salt fog test) . IEC60068-2-6L4(Vibration test)
I[EC62108 10.8- 9(Solar industry test): Freezing-high temperature test- Hail impact test
UL94V-0(Flame- resistant). UL746C f1
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